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ABSTRACT

This interim report summarizes accomplishments supported by AFOSR
Contract No. 81-0093 during the period March 15, 1981 to June 30, 1982.
During this initial phase of the contract, an electric field dominated
plasma facility was put into operation. It consists of a steady-state
Penning discharge operating in a water-cooled magnet system which is
capable of 0.4 Tesla. The high voltage power supply, magnet system,
cooling water, and vacuum system have been assembled, and the first plasma
was achjeved. Diagnostic systems which have been put into operation thus
far included spectrum ana]ygers to examine RF emissions from 0.5 MHz to 28
GHz, and a retarding potential energy analyzer. The plasma is capable of
operating for hours at a time; has exhibited a broad-band RF white-noise spectrum
over frequencies from 0.5 MHz to 1.0 GHz; has produced ions with characte-
ristic energies along the field Tines of several hundred electron volts;
and has exhibited evidence of strong parallel electric fields in the
plasma. This plasma promises to be a rich source of information on phys-

ical processes in electric field dominated plasmas.




RESEARCH PROGRAM

Objectives

This research program was initiated on March 15, 1931, and at the
present writing has been under way for 16 months. It is supported by
AFOSR contract 81-0093 under NP program manager Dr. Michael A. Stroscio
of the Bolling Air Force Base. This contract was a new start at the
University of Tennessee, Knoxville, and is an important part of an effort
at our institution to set up, in the UTK Plasma Science Laboratory, a
research effort specializing in electric field dominated plasmas, and to
investigate tne physical processes asscciated with RF emissions and
plasma heating and turbulence.

The objectives of this contract have been as follows:
1. To assemble and put in operation a steady-state Penning discharge
which creates an electric field dominated plasma penetrated by strong
radial and axial electric fields.
2. The operation of this Penning discharge under conditions that exhibit
phenomena of interest, including radio frequency emissions at the geo-
metric mean emission frequency and other frequencies; anomalous plasma
resitivity; and plasma, particularly ion, heating by the application of
raw DC electrical power.
3. Investigation of the most effective electrode geometry, magnetic
mirror ratio, and plasma operating conditions to produce the phenomena of
interest.
4. Development of dedicated plasma diagnostic instruments for measure-
ment of the phenomena of interest. where such instruments are not already

in the inventory of the UTK Plasma Science Laboratory. Such instruments




which are already in place or under development include a retarding

potential energy analyzer, a comnuter program to reduce and analyze the
analog data from this instrument; a Langmuir probe for the measurement of
the longitudinal (along the magnetic field) potential distribution and
electric field strength; and a microwave interferometer.

5. Measurement of the parallel and perpendicular plasma resistivity,
and a comparison of these values with theoretical predictions.

6. Exploratory studies of RF emission, to determine whether any un-

anticipated phenomena are present.

Possible Utility.of Research to the Air Force

The initial focus of our research efforts will be phenomena related
to the geometric mean emission frequency, a recent discovery of Roth and
Alexeff (ref. 2). The frequency of the geometric mean plasma emission can
be written in terms of the plasma electron number density and the atonic

mass number A of the ion species as follows, where vem is
!

77 'i/n (em™3)

veM = 537-‘) A1;4 Hz (M)

pe”pi

RF emission at this frequency has been observed in the modified Penning
discharge operated in conjunction with the ONR contract at the UTK
Plasma Science Laboratory, and has also been apparent in the initial ob-
servations of the RF emissions from the classical Penning discharge con-
figuration in the AFOSR experiment, as will be seen later.
It is possible that the geometric mean emission can be excited in

the magnetosphere or in the ionsphere, due to an influx of mirroring or
counterstreaming electrons. The emission frequency associated with

maximum ionospheric densities and atomic oxygen ions falls within a range
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of 230 KHz to 1.6 MHz. The lower frequency 1imit could be much less than

230 kHz if the emission were excited at a plasma density less than the

ionospheric maximum.

The experimental observations made thus far suggest several reasons

why the geometric mean plasma emission might be of practical interest for

communications or other purposes.

1. The geometric mean emission spans a region of interest for ground- }
based comnunications. It has been observed over the range from 12
to 350 megahertz. By variation of the ionic species of the enitting
plasma, by operating a modified Penning discharge at higher density, !
and by generating very“high mode numbers, it should be possible to |
cover a range from at least 10 megahertz to 20 gigahertz.

2. The geometric mean plasma emission may be excited by mirroring or
counterstreaming electrons in the ionosphere or magnetosphere by
natural processes associated with, for example, solar flares. If
this occurs, frequencies from approximately 1.6 MHz down to very low

frequencies could be excited, and these could interfere with mili-

tary communications and/or low frequency navigation beacons.

3. The geometric mean plasma emission can be created in the atomospheric
RF windows. As a transmitter, it therefore may be useful for such
purposes as beacons, radar, ground-to-ground and space-to-ground
communications, jamming, etc.

4. The emitting electrons and ions are trapped in the modified Penning

discharge by a combination of electrostatic and magnetic trapping.

The average particle lifetime is much longer than a single transit
time, in constrast to traveling wave tubes where the emitting elec-

trons are not trapped, and pass once through the traveling wave tube




in a single transit time. The trapping of electrans and ions in

the emitting volume may lead to much higher efficiencies than are
possible in once-through devices like traveling wave tubes.

The penetration of plasmas confined in modified Penning discharges by
strong radial and axial electric fields is well known. These elec-
tric fields allow the radiating jon and electron populations to be
coupled directly to an external dc power supply, thus imparting
energy to the radiating species in the same volume in which the RF
enission originates. This contrasts with traveling wave tubes,

where the electrons are accelerated to higher velocity in an electron
gun that is remote from the region in which the radiation originates.
The factor imay also lead to higher efficiencies than are possible
with traveling wave tubes.

The electric field dominated plasmas which produce the geometric
mean plasma emission have two interpenetrating beams of electrons
interacting with the background plasma, and the resulting higher
Tevel of plasma turbulence gives rise to much lower conductivities
than are associated with the Buneman single-beam-in-plasma mechanism.
For deuterium, the two-beam instability gives rise to conductivities
176 times lower than the Buneman value. Such low conductivities may
be useful in applications in which intense pulsed RF power is re-
quired (from the geometric mean mechanism); in which piasma

power densities are required; or in which rapid ion heating is
desired.

Exploratory investigations under this contract have shown that a
classical Penning discharge (ref. 3), when operated with a plasma of

argon gas, is capable of emitting broadband, white noise over




frequencias ringing from 0.5 meqahertz to at least 1.9 nigahertz,
This very broad-band emission may have applications to military
jamming, or in understanding broad-band emission from maqgnetosnheric
or other sources.

The very strong axial electric fields in these Penning dischirge
plasmas, ranging up to 150 volts per centimeter, are capable of
directly coupling the dc power supply to the plasma electron and

ion populations. Thermalized ions with energies up to several
kilovolts have been observed, and in related work on the ONR contract
at the UTK Plasma Science Laboratory, a wide range of eneragy distri-
bution functions have Been observed, the detailed nature of which
depends upon the operating conditions (ref. 4).

The Penning discharge is capable of producing energetic ions, with
characteristic energies ranging up to several kilovolts, and distri-
bution functions which can be varied at will from nearly monoenerge-
tic, to maxwellian, to a flat distribution function with an even
distribution of energies between 0 and some maximum energy (ref. 4).
The availability of such an ion source may have applications to
nuclear weapons simulation, the simulation of particle radiation

fluxes in the magnetosphere, or materials testing.




PROGRESS REPORT

Assembly and Operation of Experimental Apparatus

A1l of the necessary formalities were complete in time for contract
AFOSR-51-0093 to start on March 15, 1981. During the first year of this
contract, only one half-time research assistant was budgeted. This
assistant, Mr. Robert L. Pastel, joined us on April 28, 1981. Upon
signing the contract, we were able to place orders for certain eguipment,
and arrange for the University to begin the nlumbing and electrical
work necessary to install the magnetic field coils for the AFOSR contract,
at no expense to the Air Force. Mr. Pastel joined us about a month and
a half after the contract started. This delay made available sufficenty
money to hire a temporary research assistant half-time from mid-June to
mid-August.

The magnets were manufactured by the Magnion corporation 20 years
ago, and required extensive restoration and reconditioning. The coils
are, at present, connected to produce a uniform magnetic field. This will
be used in initial exveriments and will later be modified to a mirror
configuration in order to operate the plasma as a modified Penning dis-
charge. The rectifier power supply for the coils was made by the Sel-Rex
Corporation 20 years ago, and no documentation was available when this coil
system was obtained as a doration from the Qak Ridge National Laboratory
about 2 years ago. A complete wiring diagram was drawn up by Mr. Roger
Richardson, our summer research assistant, who also repaired the control
system. The power supply also has been hooked up to water and electrical
power. The power supply was tested and produces 900 amps of direct current

when connected to the coils.




The progress as of mid-October, 1951, can be seen in the before and
after photographs on the next page. Fiqure 1 shows a photograph of the
Air Force apparatus before the initiation of the contract. The Magnion
coil system is in the middle of the room, with the water and electrical
power unconnected. On Figure 2 is a photoqgraph of the Air Force coil
system and some peripheral equipment, after the electrical power and
cooling water were connected, but befare the vacuum system was installed.
The vertical pipes in front of the coil system are a two-inch water main
which provides cooling. The electrical cables which connect the coils to
the power supply are under the wooden protective cover shown in the lower
right foreground. On the right hand side of the photograph is the recon-
ditioned coil power supply. On the floor to the left of the power supply,
and in the background beside one of our senior lab students, is some
equipment that had been assembled by mid-October for the vacuum system.

Final assembly and operation of the vacuum system was delayed until
mid-February by the procurement of a special piece of 5 inch diameter
glass pipe which threads the inner bores of the magnetic field coils.

The vacuum system was fitted with a turbomolecular pump which was pur-
chased with equipment money designated in the first year of the AFQSR
contract. This pump operated satisfactorily for approximately 900 hours,
and then suffered a bearing failure. This apparently was a design

defect of the particular model, and the entire pump was replaced under
warranty in late Spring, 1982, after approximately a 4 week delay. The
first plasma was achieved in February, 1982, and this was followed by

several weeks of exploratory investigations.




FIGURE 1

FIGURE 2




At this writing, the major sub-systems of the facility have been
operated for relatively long periods of time, and have undergone an ex-
tensive period of shake-down and debugging. The 40 kV, 1 amp dc power
supply used for the Penning anode ring, the water cooled magnetic field
coil system and its power supply, the vacuum system. and the facility con-
trol and monitoring system are now operating in a trouble free manner.

Since achieving the first plasma, our first priority has been to
bring on line the diagnostic instruments necessary for our research
program. This proceeded rapidlv, thanks to the facilities ~nd equipment
already available at the UTK Plasma Science Laboratory. On the same day
we achieved the first plasma, it was possible to make measurements of the
RF emission spectrum, since the spectrum analyzers required were ncunted
in a mobile equipment rack and were easily borrowed from the ongoing
investigations for the ONR contract. A retarding potential energy
analyzer, identical to that used in the OMR contract, was installed in the
vacuum system, and, when required, connected to the same power supplies,
ramping circuits, and xy recorder used for the ONR experiment. Avail-
able equipment was used to fabricate a high voltage Langmuir probe (needed
because floating potentials up to 10 kV must be measured) for potential
profile measurements. A microwave interferometer is being fabricated
with equipment already available in the UTK Plasma Science Laboratory,
and a data reduction program is being debugged which will be used in con-
junction with our retarding potential energy analyzer data.

The renewal of this contract, which began March 15, 1982 provided
for two half-time research assistants. Mr. Pastel was retained into the

second year of the contract, and on April 1, 1982, a half-time research

© e
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assistant, Mr. Gregory Hutchans, was hired, and given the orimary respon-
sibility for developing a computer software program to analyze the inte-
grated ion energy distribution functions produced by the retarding poten-

tial energy analyzer.

Initial Experimental Results

During the period covered by this report, the AFOSR magnet facility
was set up to produce a classical Penning discharge configuration, in
which the magnetic field is approximately uniform along the axis of the
discharge. This configuration lacks the magnetic field minimum in the
vicinity of the anode of the discharge which is characteristic of the
modified Penning discharge. The characteristics of the facility, a
scaled drawing of the apparatus, and a Tongitudinal magnetic field pro-
file are shown in Appendix B, pages B-39 to B-42. The classical Penning
discharge illustrated on page B-41 was operated with a uniform magnetic
field up to 0.3 tesla at the Penning anode, and produced a plasma about
10 centimeters in diameter and 70 centimeters long. The 2lasma was
operated in the steady-state with helium and argon gas, and the glass
vacuum system allowed RF radiation to escape.

Some of the initial experimental results are illustrated in the
reports in Appendix B on page B-18 and B-19 and on pages B-43 to B8-45.

A spectrum of RF emission from O to 500 megahertz is shown on page B-43.
This olasma appears to operate in only a single mode, and to produce
spectra of which this figqure is characteristic for both helium and argon
gas. This example has 27 harmonics extending out to 500 megahertz, and
harmonics have been observed under other conditions to 1 gigahertz.

Many noniinear mode coupling phenomena are apparent, including an example




of plasma "lability" in which the spectral amplitude is greatest around

aiihsenseniie

the 8th harmonic at 200 megahertz. It may be that this maximum in the
envelope of harmonics of the geometric mean emission frequency occurs at
the electron plasma frequency for the discharge.

Additional results with the classical Penning discharge are il1-

ustrated on pages B-44 and B-46 of Appendix B. On page B-44 are spectra

of the RF emission from 0 to 1 gigahertz, as a function of the neutral
background pressure of argon gas. As the pressure increases, the non-
linear mode coupling seems to increase, and gives rise to RF emission
above 500 megahertz; finally, at very high pressures, the RF emission
falls to very low levels. On page B-45 of Appendix B are spectra of the
RF emission from argon gas over frequencies from O to 1 gigahertz, and
for values of the background magnetic field which span a factor of 2
in magnetic field strength. The amplitude of the RF emission, and the
degree of nonlinear mode coupling increased dramatically with magnetic
field strength. This phenomenon was observed also on the modified Penning
discharge operated for the ONR contract, and represents a somewhat sur-
prising and counterintuitive result. It appears that the addition of a
constraint to the system, in the form of an increasingly strong magnetic
field, will increase the RF emission amplitudes, and promote the nonlinear
processes which are responsible for coupling energy to higher frequencies.
During these exploratory investigations, RF detection equipment was
used at frequencies of 10, 35, and 70 gigahertz. No emissions were ob-
served under the operating conditions existing at the time. In addition,
a panoramic spectrum analyzer which covers the range from 1 gigahertz to

28 gigahertz was borrowed from Professor Alexeff's AFOSR contract,
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and this instrument indicated no RF emission above 1 gigahertz, for the

particular conditions observed. All of the detectors above 1 gigahertz,
however, were relatively insensitive, (by a factor of about 20) compared
with the antenna and detection system on our 0 to 1 gigahertz spectrum

analyzer.

New Findings

In addition to the observations discussed above, subsequent explora-
tory research with the retarding potential energy analyzer revealed

plasma floating potentials of several kilovolts, sometimes approaching

P

the anode voltage, and characteristic ion energies of at least several
hundred electron volts. RF emission spectra similar to those i1lustrated :

on pages B-44 and 3-45, taken in argon gas, were found to produce an al-

most flat RF emission spectrum up to and beyond 1 gigahertz. A similar
piienomenon was observed in the modified Penning discharge and is illu-
strated, for example, by the spectra on page B-30 of Appendix B. These
flat, "white-noise" emission spectra are an extreme example of nonlinear
mode coupling. The emission can be detected as low as 0.5 megahertz, at
the low end of the AM broadcast band, where it interferes with reception
on our laboratory radio. Such a broadband RF emitter may be useful in
simulating the effects of broadband RF sources, or in jamming communica-
tions.

The classical Penning discharge plasma has been operated for a total
duration of perhaps 40 hours, when it became necessary to completely
disassemble the apparatus, make modifications to the electrodes, clean
the walls of the glass vacuum vessel, and make modifications in the elec-

trode position and geometry.
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During routine operation of the classical Penning discharge, poten-
tials as high as 10 kilovolts have been maintained along the magnetic
field lines between the central anode, and the grounded cathode plates
which are separated from the anode by approximately 30 centimeters. It
is interesting that, in the presenceof the plasma, average electric
fields of at least 30 volts per centimeter are sustained along the mag-
netic field Tines. Additional investigations are planned in the near
future to measure the longitudinal electrostatic potential profile on
the axis of the plasma, and do so in a way that will allew us to relate

it to the effective plasma conductivity.

Publications Supported by AFQSR

During the 16 months since initiation of this contract, two publi-
cations/conference presentations were supported by it, and were so
acknowledged. Abstracts of the publications which appeared in the con-
ference nroceedings are included in Appendix B, along with a copy of the
poster materials presented at the meeting. We presented a paper at the
1982 IEEE International Conference on Plasma Science in Ottawa, Canada in
which we described a paired comparison of the RF emissions from the
classical Penning discharge, supported by the AFOSR contract, and the
modified Penning discharge, operated in a magnetic mirror field, which
was supported by the ONR contract. This paper contained preliminary
results from the AFOSR experiment, taken shortly after it achieved its
first plasma.

The second publication during the first 16 months of this contract
consists of a four-page extended abstract and materials from the poster

session which was presented at the International Conference on Plasma
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Physics in Goteborg, Sweden on June 9-15, 1982. This paper is an expansion
of that presented at the IEEE meeting in May, and contains additional
exnerimental data relating to the paired comparison of high frequency

RF emission from the two configurations of electric field dominated

plasma.

b
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INTERACT IONS WITH OTHER CONTRACT RESEARCH
The total external support of the UTK Plasma Science Laboratory
during calendar year 1982 is shown on Table I below.
TABLE I
EXTERNAL SUPPORT OF UTK PLASMA SCIENCE LABORATORY
PRINCIPAL INVESTIGATOR SOURCE DURAT ION EXPIRES AMOUNT
I. Alexeff NSF 3 years Feb. '82 $109,000
[. Alexeff AFOSR 2 years Nov. '83 $260,000
J. R. Roth ONR 57 months Oct. '84 $249,65]
J. R. Roth AFQSR 2 years Mar. '83 $ 96,278
Total Support, C.Y. 1982 $238,338

The bottom line shows the total financial support received from all
sources during calendar year 1932, and the expiration dates shown are

the expiration dates of the current contracts.

The ONR RF Emission Contract

The UTK Plasma Science Laboratory has been fortunate to have a
small research contract, ONR N0014-80-C-0063, "Investigation of RF
Emission from Electric Field Dominated Piasmas", which began on January 1,
1980, and has continued under Dr. Charles W. Roberson of the Naval Re-
search Laboratory as program manager.

The experimental program supported by the ONR contract has produced
a variety of interesting results, some of which it would not appropriate

to pursue under the terms of the Navy contract, but some of which may
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relate to Air Force missions and interests, and/or to the research program
for the AFOSR. Some of the latter topics could be addressed by either

the AFOSR or ONR contract, depending on which apparatus provides the most
fruitful opportunity at a given time.

There are some topics on which I intend to concentrate almost
exclusively in the Navy supported research, and which would not be included
in the proposed AFOSR contract work. In general, the ONR work would
include experimental investigations of a basic research nature: which
are exploratory of new physical phenomena in the plasma; which would
apply mostly or exclusively to high mirror ratio, magnetospheric plasmas;
which relate to Tow frequenEy communications; or which relate to the basic
physics of the geometric mean emission process itself.

The research topics which would be done mostly or exclusively for
the ONR contract would include the following:

1. Measurements need to be made to test the theoretically predicted
dependence of the geometric mean emission frequency on ion mass. In the
NASA Lewis work, the possible dependence of the emission frequency on ion
mass was not suspected in the complete absence of a theory; the predicted
A_]/a dependence should be easy to identify, since a modified Penning
discharge can be operated with any gaseous snecies.

2. 1t would be desirable to determine the dependence of the
emission characteristics on the degree of electron isotropy in velocity
space. The theoretical analysis assumes counterflowing electron beams
of equal number density, and it would be interesting to find out what
degree of thenmmalization of the electron beams will result in failure to

emit at the geometric mean frequency.




3. It would be desirable to observe the intensity of the RF emission
as a function of the angle with respect to the magnetic field lines to
determine, if possible, at what wave propaqgation angle the maximum growth
rates occurs.

4. 1t would be desirable to observe the RF emission with an antenna
capable of detecting polarization, and to determine the degree and nature
of the RF polarization.

5. It would be desirable to insert pairs of probes in the plasma
which would allow correlation studies to be made to determine the wave
Tength and phase velacity of the unstable waves which are responsible
for emitting at the geometg%c mean plasma frequency.

The AFOSR and ONR contracts with J. R. Roth as Principal Investigator
are individual, distinct efforts. each with its own experimental apparatus
and research assistants assigned to it. Some overlap occurs to the mutual
benefit of both contracts, and includes sharing diagnostic instrumenta-
tion that otherwise might not be available, and sharing skills and experi-
ence among the research assistants. In connection with ONR contract, we
brought on line several diagnostic instruments which are being used to
take measurements on the AFOSR anparatus, shortiy after we had our first
ptasma. These diagnostic instruments include a high voltage Langmuir
probe, a retarding potential energy analyzer, a one-half meter Fastie-
Ebert visible spectrometer, RF emission detection equipment, and other

devices.

The AFOSR Sub-Millimeter Emission Contract

Prof. Igor Alexeff of the Electrical Engineering Department at

UTX has been awarded a contract from AFOSR (# AFOSR 82-0045) for the
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developient of a subnillimeter evitter based on the "orbitron”
configuration. We share the use of the UTK Plasma Science Laboratory,
and have collaborated closely as co-authors on a number of recent napers.
The AFOSR contracts of which we are Principal Investigators will interac:
synergestically to make possible more rapid progress than either one
could independently. Already I have been able to loan Prof. Alaxeff RF
detectors and equipment which were used in some of his earliy work on the
orbitron concept.

The AFOSR contract of Professor Alexeff is supporting research on
the orbitron, a magnetic field free device for generating millimeter and

submillimeter microwave radiation. This work is closely enouch related

to the RF emission work being funded by the AFOSR under J. R. Roth that

a synergestic and productive exchange of ideas and diagnostic equipment

occurs, but in no sense duplicates the efforts of Roth's AFOSR Contract.

Conference Presentations and Other Interactions

The interactions of this contract with the ONR contract at the UTK
Plasma Science Laboratory and with the AFOSR contract 382-0045 under
Prof. 1. Alexeff has just been discussed. Experimental data from this
contract first became available in late February 1932, and so the number
of conference presentations and off-campus interactions to date has been
limited. We also have wished to get an array of varied diagnostic
instruments in place and in a position to take publishable data before
saying too much about the quantitative aspects of our work.

Nonetheless, some of our preliminary exploratory investigations,

described above, have made an interesting comparison against the modified

Penning discharge operated for the NNR contract. We discussed a paired
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comparison of these qualitative features at the Intzrnational Conference
on Plasma Physics in Goteborg, Sweden, June 2-15, 1932. The abstracts
and poster materials presented at this meeting are included in Appendix 2
of this report, and a trip report on interactions and disucssions are
sunmarized in Apnendix C.

These initial results also were discussed at the 1932 IEEE Inter-
national Conference on Plasma Science, held in Ottawa, Canada, from
May 17-19, 1982. An abstract of the paper presented at that meeting and
the poster materials presented there is included in Appendix B. Appendix
D of this report contains a trip report on that meeting which summarizes
the discussions and techniCQI sessions attended by the principal inves-
tigater which have a bearing on the subject mattar of the AFOSR and ONR
contracts.

While attending the Ottawa meeting, I had an opportunity to brief

Dr. Charles Y. Roberson, of the Naval Research Laboratory, on the pro-

"gress of both the AFOSR and ONR contracts. He is the program manager for

the OMR contract. Also at the Ottawa meeting, I had an opportunity to
Brief Dr. Richard Gullickson, now assigned to the Pentagon, of our con-
tract activities for AFOSR and ONR. At the Goteborg conference, in
addition to the interactions documented in the trip report, I had an
opportunity again to talk with Dr. Roberson of ONR and bring him up to

date on our activities.
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STAFFING

Principal Investiqgator

Dr. J. Reece Roth will continue to serve as Principal Investigator
if this contract is renewed. Dr. Roth's resume is included in Appendix
A. During the contract period, Dr. Roth's early work on the application
of superconducting magnet facilities to plasma experiments, and his con-
tributions to the study of olasma instabilities and turbulence were
recognized by election to the grade of Fellow in the Institute of Elec-
trical and Electronic Engineers. The support represented by this con-
tract has made it possible for him to continue this work.

Dr. Roth obtained an S.B. in Physics from M.I.T. in 1959, and a
Ph.D. from Cornell University in 1963 with a major in Enginsering Physics.
He joined the MASA Lewis Research Center in Cleveland, Ohio in 1963, where
he was Principal Investigator ofthe Lewis Electric Field Bumpy Torus
Project until 1978. He is presently on the faculty of the University of
Tennessee, Knoxville, and is a Fellow of the IEEE.

In the past seventeen years, Dr. Roth has authored or co-authored 82
publications, of which 34 were articles in refereed journals, and the
remainder were internally reviewed NASA reports. Dr. Roth has published

in the Physics of Fluids, the Review of Scientific Instruments, the IEEEL

Transactions on Plasma Science, Physical Review Letters, Plasma Physics,

Nuclear Fusion, The Journal of Applied Physics, The Journal of Fusion

Enerqy, The Journal of Mathematical Physics, Nature, and elsewhere. In
addition to these publications, Dr. Roth has been author or co-author of
64 oral or poster presentations at professional society meetings, nearly

all of which report experimental data on his scientific or engineering work.
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Research Assistants

The first research assistant to join this contract was Mr. Robert L.
Paste) who joined us at UTK for doctoral study on April 23, 1981, approxi-
mately 6 weeks after initiation of the contract. Mr. Pastel holds a
Master's degree in Engineering Science and Mechanics from the University
of Tennessee Space Institute, and a bachelor's degree in mathematics from
the Virginia Polytechnic Institute. His home department is Engineering
Science and Mechanics, and he returned to do further graduate work leading
to the degree of Doctor of Philosophy. It is his intention to enter the
field of high temperature plasma physics.

As a result of the def;y in Mr, Pastel joining us, there was suffi-
cient money in the first year budget to hire a temporary research assis-
tant half-time from mid-June to mid-August. This assistant was a UT
graduate with a bachelor's degree in Electrical Engineering who had a
nearly 4.0 grade point average, !r. Roger A. Richardson. Mr.

Richardson was assigned the job of documenting, repairing, and placing
into service the surplus 40 kilowatt dc power supply which powers the
water-cooled Magnion coils required for this contract. Mr. Richardson
did an excellent job. He repaired some defects which apparently escaped
the previous users of the coil system by ORNL, and left it in perfect
order when he left to assume a post at the Plasma Fusion Center at MIT,
where he is pursuing graduate studies.

Unon renewal of the contract on March 15, 1982, and approval to
increase the budget to a Tevel that would allow the hiring two half-time
research assistants, we hired Mr. Gregory J. Hutchens, an Engineering

Physics student at UTK in his senior year. Mr. Hutchens has been
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assigned the task of developing and debugging a computer orogram that
will make possible analysis ofthe retarding potential enerqy analyzer
data. Mr. Hutchens was hired on the contract on April 1, 1982.

The fact that we have paid our research assistants on the average
slightly less than was contemplated in the original budget has made it
possible for us to hire an additional temporary half-time research
assistant over the summer of 1982. This temporary research assistant
on the AFOSR contract is Mr. Paul Spence, who holds a Master's degree
from the Department of Engineering Science and ilechanics at UTK, and who
also holds a bachelor's degree in physics from the Georgia Institute of
Technology. He has a careé} interest in high temnerature plasma physics

and fusion energy.

Student Participation

Student involvement with the UTK Plasma Science Laboratory is shown
on Table II. The eight half-time research assistants and the one quarter-
time research assistant were supported by the contracts listed in Table
1. The remaining students contributed significantly to nrogress in the
lab, but did not cost these contracts anything since they were senior or
graduate students who are doing projects for academic credit in the
Plasma Lab.

Starting in the Fall Term of 1981 we have, I think, achieved a
"critical mass" of plasma related students, and the UTK Plasma Science
Laboratory is now an intellectually exciting place for both students and

faculty who narticipate.
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TABLE 11

STUDENT INVOLVEMENT IN THE UTK PLASMA SCIENCE LABORATORY, 1982

Half-Time Research Assistants 8
Quartar-Time Research Assistants 1
Senior Projects 3
Undergraduate Special Projects Lab 1
Total Student Involvement 13
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APPENDIX A
June 1572 1

PRCFESSIONAL RESUME

J. Reece Roth
Denartment of Physics
The University of Tennessee
Knoxville, Tennescee 37995-7100 1
(615) §74-3446
FTS 855-444%

I. PERSONAL

Birthdate: September 19, 1937
Marital Status: Married, two children
Health Status: Mo Phvsical Handicaps or Health Problems

IT. EDUCATIONAL
College: Massachusetts Institute of Technoleogy, graduated in Junz
1959 with a S.B. in Physics.

Graduate: Entered Cornell University in September 1953, graduated

in June 1963 with the Ph.D. Major was Engineering Physics.
Minor subjects: Magnetohydrodynamics and Astrophysics.

[II. PROFESSIONAL EXPERIENCE

1. Summer 1957, Engineering Aide at Aerojet-General Corporation, Azusa.
California. Carried through a study of the electromaanetic floweter
as a means of measuring the exhaust velocity of rocket enaines.

2. Summer 1953, worked as an enqgincering aide at Aerojet-General with the
Rover Project (the nuclear rocket propulsion program).

3. Summer 1959, worked as an aerospace enqgincer with the electrical
propulsion group at Rocketdyne, a division of the North Anerican
Aviation.

4. 1963 to 1973, Member of the Plasma Physics Branch of the Physical
Science Divisinn at the NASA Lewis Research Center in Cleveland, Ohio.
Was principal investiqator of the HASA Lewis Bumpy Torus Projoect.

5. September 19743 to June, 1932. Visiting Professor of Electrical
Engineering, Univarsity of Tennessce, Knoxville. Principal
Investiqgator of tuo research contracts in the field of electric field
dominated plasmas, one with the ONR, the other with AF0SR. These

A-1
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J. Reece Roth
Resume
Page 2
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coentracts orovided half-time support for the Principal Investigator
and 4 Research Assistants during 19322 and were worth about $110,000,
In addition to research, tauaht a junior level course on plasia
engineering, a graduata sequance on fusicn technology, plasma
diagnostics, and nhysics of fusion, and one-week minicourses on
fusion energy and fusion diagnostics.

6. June 1932 to present. Resaarch Professor, Department of Physics.
Continuation of Contract Research. and teaching of graduate 1
sequencas in Fusion Energy and Plasina Physics.

IV. HCIORS AND AWARDS t

Relevant student honors include a four-year Sloan Scholarship at M.1.7.,
Presidency of the M.1.T. Rocket Research Society, and a Ford Fellowship
at Cornell. ‘Member of Siama Xi, Fellow of IEEE, and co-recipient of one 3
of NASA's “Awareness” awards to the Bumpy Torus Project. Listed in "Who's
Who in the Midwest,” 19730 to 1978 Editions, and in "Who's Who in the Sou:n
and Scuthwest,” 17 Editipn, 1930-381.

PROFESSIONAL SOCIETY MEMBERSHIPS

<
.

1. Fellow of the IEEE
. Member of the American Physical Society
. Menber of the AIAA
. Member of the American Nuclear Society
. Life member of the AAAS
. Life member of Sinma Xi
. Member of the IEEE Nuclear and Plasma Sciences Society
8. M"ember of the Archaeoleogical Institute of America
9.

2
3
4
5
6
7

~

Member of American Society for Engineering Education

VI. PROFESSIQONAL SCCIETY ACTIVITIES

1. Associate Editor, IZEE Transactions on Plasma Science, 1973-
present.

2. Elected Member-at-Larqge of Administrative Committee, IEEE Huclear

and Plasma Sciences Society, 1974-77.

Secretary, [PSS Adninistrative Coumittee, 1975,

Organizing Committee, IEEE Plasma Science and Applications

Committee, 1971-73.

Elected iember, Executive Committee of [EEE Plasma Science and

Applications Committee, 1374-77, 1880-32.

6. tenber of the Program Committee, IEEC International Conferences on
Plasma Science, 1974, 1975,

7. Member, Executive Coomittee, MNorthern Chio Section of the Arerican
Muclear Society, 1975-1973,

3. Member, AIAA Plasmadynamics Technical Committee, 1970 to 1981,
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PRFPRINT
Presented at the International Conference on Plasma pPhysics B-16
Goteborg, Sweden, June 9-15, 1982

A PAIREND COMPARISON OF HIGH FREOUENCY RF EMISSION FROM

THO CONFIGURATIONS OF ELECTRIC FIELD DOMINATED PLAGMA

J. Reece Roth, Paul Y. Hayman, and Robert L. Pastel

Denartment of Electrical Enqingering

University of Tennessee
Knoxville, Tennessee, U.S.A. 37996-2100
Abstract: ‘e reoort naired comnariscn observatiors of RF emission from
two steadv-state electric field dominated nlasmas, a classical Pennina discharge
onerating in an axiallyv uniform magnetic field, and a modified Penning discharge
onerating in an axisyrmatric magnetic mirror. !easurements were made at fre-

quencies un to 70 GHz. ‘Much RF activitv was observed below 1.0 Ghz.

1. InZroducticn ;)
Radia Fraauency (RF) emissions from nlasmas can vield diaanostic informa- j
tion ahout the elactron number density (from emissions at the electron plasra 3

frenuency), and the jonic snecies {from emissions at the ion nlasma frequenc:):
about turbulence and nonlinear mode counlin~ in the plasma: and about nhvsicail

nrocesses in the nlasma such as rotatina snokes arising from the /B driven

diocotron instabilitv and/or low frenuency MHD in_tabiTities. Such near-field
emission nhenomena are best observed in steady-state electric fieid domirated
nlasinas where conventional RF snectral analvsis equioment has enouch time to
onerate {(as onnosed to nu]séd exneriments lastinn less than one second), and
which have a substantial energv innut throuch axial and transverse electric
fields which nenetrate the nlasma. Such nlasmas are aenerated by the classical

(ref. 1) and modified (ref. 2) Pennina discharges — These are known to be nene-

trated by strong radial and axial electric fields, un to kilovolts ner centi-
meter, to onerate with higa levels of electrostatic turbulence, to heat ions
b an ©/8 drift mechanism. and to emit RF radiation in the near field over a
wide ranqe of freauencies (refs. 3-6). 1In this naner we renort a naired

For Reference Citation: J. R. Roth, P, ll. Hayman, and R. L. Pastel,

Paner 110-11-02, Proceedings of the 1982 International Conference on Plasma
Physics, Gotcbora, Sweden, June 9-15, 1982, p. 259.




cormarison of RF amissions from a classical Penning discharce, {(wizh the nlas i

in a uniform magnetic field), with emissions from a modified Penning diccharss

which is operated in a mammetic mirror.

2. The Jodified Pennina Jischarage
The modifiad Penning discharae (res. 2) is onerated in a 5:1 magnetic
mirror ratio confiquration which is intended to sirulate the high =irror ratiss

of magnetosnheric olasmnas. The plaswa is avnroximatelvy 10 cm indiareter at

the midnlane, on2 meter in length, and ras a masisum maanetic field un to Q.4 i
Tesla a*t the mirvror throat. A schemiatic of the modified Pennina discharge is

~

shown in Fiaqure 1. The »niasra was onerated with helium and arnon aas, and
-MAGNET DEWARS = {
\
ANODE
RING =
S
it

DT UPLASMA L ©_ GROUNDED END WALL
%?/’”\N\W//M ‘

= *(A =

Fiqure 1. Schematic of the modified Pennina discharae.

enclosed in a nlass vacuum system which allows RP radiation to escane.

This modified Penning discharae oreduced two modes of RF emission, as
shown in Fiqure 2. The Taow nressure mode {(Mode 1) shown on Fia. 21 is annar-
entlv a manifestation of the acometric mean emission frequency (Ref. 5) and
harmonics out to about 500 MHz. The hiah nroessure node {Mode [1) on Fia. 28

{ annears to he g manifos+tation of dioccotron-like snokes rotating with the 078

drift velocity, with as ~inv as 39 narranics, sovetizmes vigiblo to ~00 M4:

B-17
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Figura 2. Snecirur of near-field emissions from the rodified Penning discharae

gnerating with 217 aas at 31 %7 ¢ or ratio with Ry, = 0.3% Tesia.
A4) Yode I onaratinn at ny = 2.3 1077 Torr, electiod2 voltane Va o= A8 kY, and
elagirode curtant iy = i 3 IT oneration at vy = 2.3 x 1077 Jory,

J
Ne = 7.6 x 107

3. The (lassicnl Fanning Discharce

The classical Fenning discharge {ref. 1) was orerated with a uniform
magraetic field un to 0.43 Tesla, and oroduced a nlasma about 12 cm in diameter
and ona meter lona.  The nlasma was onerated in the steadv state with heliunm
and arcon aas, and a alass vacuum system allowod R radiation to escane. A
preliminary spectrum of RF emission from 0 to 500 Mz is shown on Fiaq. 3. his
nlasma annecars to anerate in only a single mode, and to nroduce sbectra of
which Fiqura 3 is characteristic for both helium and argon cas. The exarmnle
shown has 27 hérwnnics extending out to 590 Mito, and havionics have been ob-
served to 1.0 GHz.  Many nonlincar mode coupling nhenomena are apparent, in-
cluding an example of nlasma "lTability" in which the spectral amplitude is
greatast around the 3th hareonic at 299 Mz, The fundamental apooars to be an
exarnla of the gnarotric mean emission Troagency fref, §Y, RE detoction
equiprent was used at freauencioag of 10, 35, ard ) Sz, and ro enissions woro
pbserved under the »oxisting conditions.
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AMPLITUDE, ARBITRARY UVITS

D

~issians from

Figure 3. Snectrum of near fi

- (D

1
i

I

t 1 k 5
¢narge with uniforn maaneiic Td of 8 = 0.285 Tesla. oy = 2.3 X 107 Torr o7
arcon 3as, electrode voltage ¥y = 2.1 kV, and electrode current I = 31 74

Acknawledserments: The classical Penning discharae investigations were sutroeran

by AFQSR contract =31-00%2, and the modified Penning discharce research oy 705

contract =N020714-£0-C -0053
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EMISSIONS FROM MODIFIED PENNING DISCHARGE

AMPLITUDE,

ARBITRARY UNITS

Spectrum of near-field emissions from the m
helium gas at a 5:1 mirror ratio with B

A) Mode 1 operation at Py

electrode current Hm

Ne = 9.1 x doo\osw, v

a

max
- 7.0 x 107

SUT - O YORR

_
250

a
4.0 mA. B) Hode IT operation at p = 4.0 x 10

= 2.0 kY, and Hm = 46 mA.

-4

= 4.0 kV, and

Torr,

FREQUENCY,
MHZ

odified Penning discharge operating with
= (.38 Tesla.

Torr, electrode voltage V
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CLASSICAL PENNING DISCHARCE

AMPLITUDE,
Z,m:m\,,ﬁQ c_ i _

N

...M
y
[
H

0 — .f{r.f,._tr, SR MEAPRE R Sl

0 S % FREQUENCY, MHZ

e ——

Spectrurn of near field emissions from the
classical Penning discharge with uniform magnetic

field of B=0.285 Tesla, p.= 2.3x 10~*
Torr of Argon gas, electrode <o:n@m< 21KV, and

electrode o::.oi I,=31mA.
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CLASSICAL PENNING DISCHARGE

AMPLITUDE,
; = 4121577 Torr
~ ARBITRARY UNITS .
Py = 7.2410°° Tors
p, = 12%107° Torr

1500

FREQUENCY, MHZ
Spectrum of near—field emissions from the classical
renning discharge operating with Argon gasand a
magnetic field B = 0.24 Tesla.

R-11




410} 0} XG'9 ='°d aunssaud punosbyong

N1 69 = ®p 26D3joA 2p04323J3 D
10} spb uobuy ul suolssiwd pje1—4Dau Jo wnu2adg
ZHN >ozu:ouwt

:ch ocn

3
1

5

e et 2
.

g
I
R S

!
!

bbb bt e

Lk
A.JX-\.
I.-—‘—'-
Cd

b
i,...‘

3mm._. Fwo m ﬁmukmwo m

JOMVHOSIA 9i .NNId TvIISSY1O

|

B-45

m:za AHYHLBYY

s JANLITdNY




JOUVHOSIA ONINNId AAH41G0NW JHL NI d3A43S40
N334 JAVH A | 1N0AY 40 SAIO43INT NOI IYNIANLIONO

“J94YHOSIA ONINNId Q14100W FHL NI Q3ANISEO
N338 JAVH WO/A 001 LN08Y 40 SAT314 JIMLOTTT IVIXY
"'SNOULYINIIANOD HLOE NI LSIXd

(WO/AM 0'L—1"0) SAT1AI4 DIMLOTTT TVIAYY ONOYLS

"ZHO | 0L ZHIW G°0 WO¥4 Lv14 "WNYLO3dS 4 ,3SION
JLIHM. YV LING NYO 39VHOSIA ONINNAd d4141G0W 4HL

"ONITdNOD JA0OW HYANITNON ONOALS ANV NOILVHYINTD
JINOWHVYH F1dILTNN AY 1dSIA SNOILYANIIANGO HLOH

'ZHO | 1SYA1 1V OL ZHIW | MO'13d WO¥4 NOILYIAYY 44
LINT 394YHOSIA ONINNAL 40 SNOILVHNI14NCO HL04

SNOISITIONOY

B-46




APPENDIX C

TRIP REPORT

MEMORANDUM

T0: Dr. Michael A. Stroscio, Program Manager, AFOSR

FROM: Dr. J. Reece Roth, Princinal Investigator, Contract
AFJISR-81-0093.

DATE: 15 July, 1952

SUBJECT: Trip Report on the 1932 International Conference on Plasma
Physics, Goteborg, Sweden, and Related Travel.

The Air Force Office of Scientific Research, Bolling Air Force Basse,
suoported my participation in.the 1982 International Conference on Plasma
Physics, held in Goteborg, Sweden, June 9-15, 1632, where 1 reported on
AFOSR sponsored research. A quirk in the airlines pricing policy allowed
me to stay overseas for 2 weeks about $500 more cheaply than it would have
cost to come back after 1 week at the end of the conference. I used the
additicnal week to attend and give a paper at the Symposium on New Trends
in Unconventional Approaches to Magnetic Fusion, which was held in Stock-
holm on June 16-13, 1982, and to stop at the Culham Laboratory near Oxford,
England, on Monday, June 21st, where I renewed acquaintance with several of
my collegues, gave a seminar, and had an opportunity to visit the site of
the JET (Joint European Torus) experiment. My time overseas extended from
June 8, to June 22.

The Gotaborg conference was the second joint conference of the Kiev Inter-
national Conference on Plasma Theory, and the International Congress on
Waves and Instabilities. This was the fifth occasion on which the latter
two conferences met, and the second time which they have met jointly. The
conference appears to have been a great success. 36 countries were repre-
sented, with an unusually heavy representation of scientists from the USSR
and Eastern Europe. There appeared to be unusually few no-shows among the
Soviet block scientists. This participation was probably facilitated by
the association of this conference with the Kiev conference, and the fact
that it was held in a neutral country. There were about 35 countries
represented at this meeting, 450 scientific papers were presented in
parallel sessions, and at least 500 individual scientists attended the
meeting. Once we arrived at the meeting site, the meeting turned out to
have been very well organized, with all scientific and informal sessions
appearing to go smoothly.

The United States was well represented at this conference, and almost every
i name in US plasma physics was there. A rumor floated around the con-
‘orance that the Nobel Prize Committee in Physics wishes to honor other

- =angnes of physics than high energy and solid state, such as plasma physics.
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Representatives of this Committee were said to be in the audience, looking
over some of the invited speakers who are candidates for a Nobel Prize in
the plasma-fusion energy area. Hence, we heard invited talks by Marshall
Rosenbluth, Richard Post, Harold Furth, and leading contenders for the Nobel
Prize from other countries including the USSR. Most of the universities,
national labs, and industrial organizations from the United States were
represented at this meeting, but the Oak Ridge Mational Laboratory was con-
spic'~us by its absence. Only two individuals from ORNL participated in
this meeting, and they oresented contributed papers. One of the ORNL
representatives remarked that this conference had not been well publicized
within ORNL, and that attendance was discouraged by the lab policy of with-
holding final permission to attend conferences until a few days before they
were scheduled to leave. Thus, this individual received approval to attend
on the Friday before he was scheduled to leave on a Monday!

For those who wish more detailed information about the conference, I have
an outline of the sessions of the conference, a participant list, and a
Proceedings volume, which contains papers describing the work presented at
the meeting.

The opening session of the conference at 9:00 Wednesday was held with the
customary Euronean flair for pomp and ceremony. There were flowers on the
stage. The welcoming address”was made by the Chairman of the International
Organizing Committee of the Conference, Professor Hans Yilhelmsson, who
outlined the history of this conference and its evolution from the Kiev
Conference and the Congress on Waves and Instabilities in Plasmas. He also
emphasized the restriction of this conference to hot plasmas, wherever found,
as opposed to gaseous discharge plasmas. We then had a short speech by
Professor Kai Siegbahn, Prasident of the International Union of Pure and
Applied Physics. He attempted to out this meeting in the context of inter-
national physics research. He nointed out that there are approximately
10,000 plasma physicists in the world community, of which about 2,500 are
in the USA. We then had a short speech by Dr. Alan Gibson, who is Chairman
of the Plasma Physics Division of the European Physical Society. He welcomed
everyone on behalf of the EPS, one of the sponsors of this meeting, and
made the point that the importance of such a meeting as this was to get
everyone out of the narrow molds of our individual fields of effort.
Finally, we had a short speech by King Carl Gustaf of Sweden, who formally
onened the conference with a short welcoming speech in which he expressed
his avtareness of the world energy problem and the importance of high tem-
perature plasma physics and fusion energy in its solution.
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MAJOR DEVELOPMENTS

The technical sessions aof the conference opened with invited plenary
papers by two of the grand old men of plasma physics, both of whom took
the opportunity to announce/encourage major paradigm shifts in the under-
standing of plasmas. D. ter Haar of the UK spoke on the physics of hot i
plasmas. He contrasted the state of plasma theory now as ooposed to that
at the first Kiev Conference on Plasma Theory in 1971. One of the major ;
trends which he identified was the growing interest in, and understanding
of, plasma turbulence. In his discussion, he distinguished between fast and
stow oscillations, associated respectively with electron and ion characteris-
tic frequencies. He discussed the cascading of energy in frequency space,
up or down the turbulence spectrum. He posed a question to the audience,
that is yet to be determined, as to what extent ordinary fluid turbulence
is a guide to the understanding of plasma turbulence. He suggested that
the proper small parameter for plasma turbulence theory was the quantity
which can be though of as the ratio of the electrostatic pressure to the
plasma pressure,

2

€2=———EOE<<] -
2nkT K

The inverse of this quantity would be the electrostatic analog of the plasma

instability index beta, familiar from magnetic confinement theory. Ter B |

Harr's emphasis on the importance of plasma turbulence to understanding the

behavior of hot plasmas was good to hear, and exactly coincided with my own

views on the subject. Many of the possible future directions of research

which he mentioned in his talk are ones which are part of the program here

at the UTK Plasma Science Laboratory.

The second invited talk was by Hannes Alfven, theonly living Nobel
Prize winner in plasma physics, who spoke on "Paradigm Transition in
Cosmical Plasma Physics". In this talk, Alfven discussed the changes in
our basis of understanding cosmical plasmas (and by extension, of hot
plasmas in general) from the older macroscopic fluid description, to the
more nearly correct kinetic or individual particle description. The latter
has come into increasing use since 1960, and has made possible a correct
understanding of many phenomena which are only qualitatively or incorrectly H
understood by the older fluid theory. An interesting aspect of Alfven's
position is that his textbook Cosmical Electrodynamics was the seminal
reference for the older fluid theory. Since winning his Nobel Prize about
10 years ago, Alfven has attempted to hasten this paradigm shift. He
pointed out that the kinetic approach has resulted in a complete change in
the basis for understanding magnetospheric plasmas. He remarked that the
fluid theory first collapsed in the field of fusion energy, then in the
theory of the magnetosphere, and is now in serious trouble as a theoretical
approach to understanding large-scale astrophysical phenomena such as in-
terstellar clouds. He pointed out that electric double layers in the magne-
tosphere, which have been observed by satellites and which were a major
topic at this conference, could not be properly understood by a fluid
theory, but were correctly described by the kinetic or single particle
approach. Another matter that was of concern to Alfven was an aspect of the
old fluid "HD theory in which magnetic field lines were regarded as being
frozen into conducting fluids. He took full blame for having introduced
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that concept into astrophysical theory, and pointed out that it should now
be laid to rest,

There were two major "buzz-words” or hot topics at this meeting. These were
"electric double layers”, and "magnetic field line reconnection". A

double layer is a structure which can arise in a flowing, magnetized plasma
as a solution to the kinetic equations, and which will permit a parallel
electric field to develop along an externally imposed magnetic field. The
electric field is a reusit of the Poisson equation, and is sustained by two
regions (or a double layer) of charge, one positive and one negative, which
maintain the narallel electric field between them. These structures have
been observed in the magnetosphere, and more recently in laboratory plasmas.
The concept of the double layer has been around for at least 20 years, but
it was only very recently, and even at this conference, that their exis-
tence could be said to have been widely accepted. There were a remarkably
large number of theoretical and experimental papers on electric double
layers, which was probably reinforced by a three-day workshop on the subject
held in Sweden at the close of this conference.

The concept of magnetic field line reconnection got quite a bit of
play, both inanastrophysical context (solar flares) and in the context of
fusion energy (snheromak nroduction, comnact tori formation). Magnetic
field line reconnection looks like the last gasp of the old fluid MHD
theories, and occurs when two regions containing hot plasma and with
oppositely directed magnetic fields contact each other. When this happens,
the magnetic energy stored in the magnetic fields is fed into the plasma
and heats it to produce a solar flare or other similar phenomena. Magne-
tic field 1ine reconnection occurs in Marshall-type plasma guns, railgun
accelerators with plasma armatures, spheromak production, etc. When these
structures are formed, the forces acting on the plasma usually stretch out
the magnetic field lines embedded in the plasma as well as the plasma
itself, until the plasma, in being huried away from the fixed source,
reaches the "breaking point". The magnetic field lines are pictured as
reconnecting to each other within the plasma and disconnecting from the
source.

An interesting major development in the field of fusion energy was a
new physical process for achieving a steady-state current drive for
toroidal devices, 1ike the tokamak, that required a toroidal current for
stability. One of the most serious drawbacks cf the tokamak concept for
powerplant fusion reactors is the fact that it in principle is a cyclic
device, in view of the natural tendency of the ohmic neating current in the
toroidal direction to dissipate through Ohmic heating of the plasma. A very
clever mechanism to sustain this toroidal current in toroidal plasmas was
put forward by John Dawson of UCLA. He suqggested that the electron drift
velocity in the toroidal direction could be maintained by synchrotron ra-
diation pressure. When the electrons in a fusion plasma exceed about 30
keV, enough synchrotron radiation is produced by the plasma to have a
significant effect on the energy and momentum balance of the plasma. It was
suggested by Dawson that the plasma be surrounded, around the minor circum-
ference, by annular mirrors and absorbers, arranged in a "fish scale"
pattern, such that all of the synchrotron radiation circulating around one
sense of rotation in the toroidal direction is absorbed, and all radiation
circulating in the opposite sense is reflected. This preferential absorb-
tion of synchrotron radiation would then preferentially impart momentum to
the electron population producing this radiation, and drive currents around
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the torus. Dawson presented calculations which indicate that for 30 to
50 keV electron temperatures, fusion plasmas may produce enough radiation
reaction force on the electrons to sustain ohmic heating currents of a
magnitude required for fusion reactors.

A final major development which emerged at this conference was a
proposal made by a Harold Furth et al. of Princeton to control fusion reac-
tion rates by controlling the degree of polarization of the fusionable fuel
nuclei. It seems that by proper fueling techniques, it is possible to
polarize the 1ight element nuclei that are to undergo fusion reactions,
with respect to the confining magnetic field. Once the nuclei are polarized,
this places constraints on the types of reaction which those nuclei will
undergo. By properly arranging the polarization between the nuclei of deu-
terium and tritium, for example, it should be possible to enhance the reac-
tivity of the DT reaction by a factor of 1.5 above the published values.

An even more intriguing possibility may exist in the case of the DD reaction.
Here, if the polarization of the two nuclei have the proper relation to each
other, it is possible to almost completely supress the neutron-producing
branch of the DD reaction, while enhancing the tritium branch. This there-
fore may be a mechanism to burn deuterium, while supressing neutrons pro-
duced by the primary reaction.

The biggest uncertainty with this concept is whether or not the nuclei
will remain in a fixed state of polarization throughout the scattering
collisions and other randomizing processes which the fuel of a fusion
reactor would normally experience. Harold Furth and his co-authors on this
paper have done calculations which seem to indicate that the forces which
would depolarize the nuclei in a fusion plasma are sufficiently weak that
the depolarization time is longer than the particle confinement time re-
quired for a Lawson reactor. If this holds up, it could be a major develop-
ment in fusion energy, since it would allow one to burn naturally available
deuterium without producing intense neutron fluxes and without the necessity
of breeding tritium.




OTHER INTERESTING DEVELOPMENTS

Peter J. Barrett from the University of Natal, South Africa gave an
experimental paper on turbulent heating in a cross-field jon beam experiment,
which ties in well with some work we have done at the UTK Plasma Science
Laboratory, and reported at the same meeting. In his experiment, a 27 cen-
timeter diameter beam of argon ions with energies of about 40 eV were
generated. The jon beam was neutralized, and then traveled perpendicular to
a relatively weak magnetic field, Tess than 80 gauss. The magnetic field
did not significantly affect the trajectory of the ions, but the electrons
were tied to the field lines. The argon ions were approximately monenergetic,
and the plasma noise levels were quite low. Barrett had a retarding poten-
tial energy analyzer which measured the energy distribution function of the
ions. This was nearly monoenergetic at low levels of plasma turbulence.

As the noise level in the plasma increased, however, the spread of ion
energies greatly increased. This result was not too surorising by itself,
but Barrett was able to show that the rate at which the ions were heated
increased 1ike the 4th root of the noise Tevel for Tow levels of noise, and
was directly proportional to the noise Tevel at high noise levels. In our
experiments at UTK, we do not start with a clean-cut monoenergetic ion dis-
tribution function as did Barrett, but we also have observed spreading of
the ion distribution function, and increasing levels of thermalization with
increasing levels of rf emission and plasma noise. Barrett, in his experi-
ments, had not made any attempt to observe rf emissions at the same tine

he was making these energy spreading measurements.

Harold Furth of Princeton gave an invited talk describing some recent
results at Princeton, mostly on the PLT. He reported that the increase in
ion kinetic temperature in the PLT plasma was a direct function of the
neutral beam input power per confined particle, and that this curve was a
straight line which did not saturate even at the highest densities and
power inputs which they had achieved thus far. This was a very encouraging
result, particularly in view of early fears that Targe amounts of neutral
beam heating power might destabilize the plasma as a result of trapped
particle instabilities. At Princeton they produced a plot of temperature
increase versus power innut per particle for both ion cyclotron resonance
heating and neutral beam injection. At the same power input per confined
particle, ion cyclotron resonance heating was wore efficient than neutral
beam injection, and Ted to a larger increase in the kinetic temperature.

In both the PLT and PDX experiments at Princeton, they have achieved
values of the plasma stability index, beta, up to about 3%, and then have
difficulty with instabilities above that level. This is a rather low value
for power reactors, for which they would like to have somewhere between 5
and 10%. In the PDX experiments, when they plot beta versus the input power,
the relationship is linear and there is no saturation, which would indicate
instability.

During his papoer Harold Furth made the interesting admission that they do
not understand particle and energy transport in tokamaks. This had been
obvious for ten years, but it is only recently that they have felt able to
say this publicly, since funding for construction of their large tokamaks
is already committed! 1In addition to their major tokamaks, they are
building the spheromak, a device for producing indeoendent blobs of plasma
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which will resemble ball lightning, but with energy densities of fusion
¥ interest. They are also studying a magnetic containment configuration called
' HELIAC, which consists of helical stellarator windings, with a current
carrying conductor on the magnetic axis. This configuration should be
stable to betas of at least 25%. The drift surfaces of this configuration
have cross sections which Took 1ike crescents or bananas, which twist
helicaly like thick vines around the center conductor of the configuration.

Richard Post of Livermore gave an invitad talk on the physics of mirror
systems, in which he reviewed the early history of magnetic mirrors, and
then went on to discuss current work at Livermore on tandem mirrors. He
pointed out that electrostatic containment was essential in mirrors in order
to have adequate containment time for net fusion power production. The
ambipotar notentials which result in ion trapping he suggested were con-
trolled by the Boltzmann (barometric) equation, and also by "pumping", the i
preferential addition or removal of charges by means of ECRH heating or the i
injection of neutral beams. In the discussion after his paper Post agreed ;
that the Boltzmann equation is a poor theoretical basis for describing the
elactrostatic potential well in tandem mirror plasmas, since it assumes a

statistical-mechanical equilibrium plasma, and all mirror plasmas are very é
far from kinetic or statistical-mechanical equilibrium. He mentioned that 1
Cohen at Livermore is trying %o account for the effect on ambipolar poten- o

tials of species-specific escape cone angles.

R. J. Bickerton described the JET (Joint European Torus) scientific
program. [ will describe more of this in connection with my site visit to
JET, but Bickerton pointed out that the dominant aim of JET was to achieve
as rapidly as possible a plasma with conditions and dimensions approaching
that of a fusion reactor. Indeed, JET is much larger than the TFTR, and
very nearly as the INTOR and/or FED reactors. Table I gives a set of ;
parameters for JET and the INTOR reactor, taken from a slide presented by
Bickerton. They are hoping to get their first plasma in JET sometime in
June or July of 1983, and they intend to operate for their first year with
ohmi¢c heating only. They have designed JET to operate after 19385 with 10
megawatts of neutral beam injection, and 15 megawatts of ion cyclotron
resonance heating. The neutral beam injection power will be applied first,
and then the ion cyclotron resonance heating will be installed on and after
1985. Bickerton stated explicitly that it was not their aim to understand
tokamak physics. In the discussion period he admitted that European
electric utilities are not at all aware of the situation in fusion research.
An interesting aspect of the JET design is that it does not have a divertor
of any kind.

This paper was followed by a paper by Engelmann from the Netherlands
on the physics requirements for a tokamak engineering test reactor. The
tokamak engineering test reactor is the European equivalent ofthe fusion
engineering device (FED) in the United States. This is intended to be some- ,
thing beyond the IMTOR generation of reactor and would be, if it ever comes i
to fruition, a European project.

There was an interesting paper on fractal analysis of oower spectra by
S. Johnson of the USA, in which he applied topological theorems to piasina
turbulence in a way that seemed totally devoid of physical insight or in-
formation about physical nrocesses. There also was a paper on computer
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simulation of plasma turbulence in open systems by Yu. S. Sigov of the USSR,
who attributed many aphysical results in this field to the imposition of
periodic boundary conditions and the requirement of fixed total energy in
the system, since most real systems have large energy inputs that maintain
the high levels of turbulence of interest.

Russel M. Kulsrud of Princeton gave an invited talk on plasmas in
astrophysics in which he discussed magnetic reconnection and collision-
less interactions, all the time using the older and by now discredited
MHD and frozen-in field line models. He proceeded to discuss these two
phenomena in the context of a wide variety of astrophysical observations,
most of it, in my judgement, being simply hand-waving which made no
quantitative predictions, and much of which would not stand up if analyzed
on the basis of kinetic theory arguments. In discussion, he was asked
about the validity of this older MHD model, and admitted that his approachn
was valid only for very large-scale phenomena, at and beyond the scale
size of interstellar distances. Ravi Sudan of Cornell gave an interesting
talk on the spectra of magnetic field fluctuations in a turbulent fluid,
in which he attempted to tie nlasma turbulence to the large body of in-
formation on classic fluid dynamic turbulence. He used mixing length
theory to establish a time scale based on the eddy turn-over time, the
fluid velocity, and a characteristic scale size of the phenomena.

Bruno Coppiof MIT gave a paper on the near-term feasibility of
advanced fuel fusion reactors, in which he recognized my recent contri-
butions in this area. He made the point that it would be very desirable
to demonstrate the near-term feasibility of advanced fuel fusion reactors
and pointed out some of the economic, social, and engineering difficulties
associated with developing the DT fusion fuel cycle, particularly in the
Tow-beta tokamak configuration. He provosed to develop high-beta tokamak
experiments in which deuterium and tritium would be used for start-up by
ohmic heating alone, and then the plasma would be allowed to run away
thermally to high kinetic temperatures which would allow them to bleed in
helijum-3 and fuel the reactor with deuterium and helium-3. He discussed
a small size, high beta D3He tokamak based on the Alcator-C called
CANDOR, which would generate a total fusion power output of 100 megawatts,
of which 53 megawatts would be thermal power, 33 bremsstrahlung, 10 mega-
watts in synchrotron radiation, and 4 megawatts of neutron production.

I next attended a session of contributed papers, most of which dealt with
turbulence and astrophysical plasmas. Many of these papers were attempts
to analyze satellite data, which were interpreted as various maifesta-
tions of plasma turbulence. It would seem that the field of magneto-
spheric or astrophysical plasma turbulence is significantly behind the
state of understanding and data base that has been developed in recent
years in fusion research and/or high temperature laboratory plasma re-
search, as inadequate as the latter is.

E. Mazzucato from Princeton gave an interesting paper on recent ob-
servations on microturbulence in the PLT tokamak. They looked at the
spectrum of small scale density fluctuations in the PLT in an attempt to
understand the radial transport nrocesses. They concluded that transport
in the PLT tokamak remains completely mysterious. The ions appear to be-
have classically insofar as their transport of enerqgy is concerned, but
the electrons do not. They apparently have no idea what physical process
is responsible for anomalous transport in the PLT tokamak. They have
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found that drift wave transport processes do not scale properly to
exnlain the observations. Significantly, they have observed plasma ro-
tation, with a freguency between 1 and 2 kilohertz. He remarked that
this could be due to a radial electric field if the plasma in the PLT had
a negative floating potential. This drift velocity reverses when they
reverse the direction of the toroidal magnetic field. They find a total
voltage dron across the radius of about 1500 volts over a radial dis-
tance of about 30 centimeters. This gives rise to a radial electric
field on the order of 50 volts per centimeter in the ohmically heated
tokamak. When they attempt to Took at the electric potential fluctuations
with energetic neutral injection, they find that when they apply more
than about 3 megawatts of neutral beam injection power, there is so much
turbulence their instrumentation is saturated and cannot measure it.
Under these conditions, they do not know the electron energy containment
time in the plasma and they do not accurately know the amount of power
deposited in the plasma.

In a post-deadline paper, H. Berk of the University of Texas at
Pustin gave a paper on the MHD stability of EBT plasma. This paper was
extremely disappointing. The basic approach was the old fluid MHD
analysis, and completely Teft out of consideration radial eelctric fields.
Electric fields ranging from 10 to 50 volts per centimeter are known to
exist in the EBT plasma, so there is really no excuse for pursuing a
theory which neglects them, and Berk admitted as much in the aquestion
period after his paper,

Marshall Rosenbluth gave a major invited paper on plasma insta-
bilities, in which he spent about the first half-hour reviewing the
current status of instability research for fusion applications. Inter-
estingly, he defined micro-instabilities to be those instabilities which
have an electric field parallel to the magnetic field. He spent the
second half of his review lecture describing some recent work on the
stability of tandem mirrors,which indicates that tandem mirrors may have
a low frequency MHD instability as a result of the region of unfavorable
curvature in the central portion of the mirror.

Forrest Jobes of Princeton gave a talk on current drive on the PLT
experiment. They onerate with lower hybrid heating and feed the RF into
the plasma with a waveguide array. They showed a photograph of the wave-
guide array in operation at a level of several meqawatts, and at that
point there was no sparking visible-a common problem in RF heating of this
type. They were able to sustain current with a zero loop voltage for a
period of 1 ?Econd, and the coupling was best at number densities between
2 and 4 x 10'< particles per cubic centimeter. The efficiency of the
current drive dropped drastically above densities of about 6 x 1012 par-
ticles per cubic centimeter. A high density Timit may exist for RF
current drive, and may be a serious limitation of this method. In addi-
tion to sustaining the ohmic heating currenc for 1 second with no loop
voltage around the torus, they actually increased the ohmic heating current
and the electron number density with the RF current drive.

Tsytovich from Russia gave a paper entitled "A New Mode Coupling Process

iq Plasma Turbulence", which was a replacement for a paper with the same
title by Dr. Nambu, a Japanese. He discussed extensively the application
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of Kirchoff's emission law in turbulent plasmas, and described the condi-
tions under which a turbulent plasma can be optically thick at the electron
' cyclotron frequency. An interesting aspect of this talk is that Tsytovich
referred to a gamma-ray iaser which he called the GASER (Gaze-er). This is
the first time I heard anyone mention this acronym, or the gamma-ray laser.
The connection between the gamma-ray laser and his talk on plasma turbulence
was not at all clear, although he did seem to imply that plasma turbulence
was somehow involved in the gamma-ray laser, as if somehow an energetic, '
turbulent plasma could be stimulated to act Tike a laser at gamma-ray fre-
quencies.

On the last day of the conference, a Japanese, Yamanaka, spoke on :
inertial confinement fusion, and described laser fusion research underway ‘
at Osaka, Japan. He described some pellet configurations that I had not
seen discussed before, including what he called the foam and double-shell
targets. The foam target consists of a DT pellet at the center surrounded
by an annular shell of foam material, the function of which apparently 1
was to rapidly ionize and absorb the laser radiation. The double shell
foam target consists of a DT pellet at the center surrounded by an annular {
shell of foam, and then an outer hard <hell cutside the foam. He also ;
described something called the "cannonball" model which was a double
shell target with a hole in the outer shell. The laser radiation apparently 4
comes in through the hole in~the outer shell, and reflects in the annular 4
cavity. He claimed a six-times enhancement of the compression over a uni- ,
formly compressed target. He claimed to have gotten pressures of 30 mega- '
bars in these experiments. {
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REPORT ON THE SYMPOSIUM ON NEW TRENDS
IN UNCONVENTIONAL APPROACHES TO MAGNETIC FUSION

This symposium was organized by Bo Lehnert of the Royal Institute of
Technology in Stockholm Sweden, and took place on June 16-18, 1582. Its
timing was arranged to dovetail with the Goteborg conference. Eighty-
three individuals attended this conference. There were 27 papers with
no simultaneous sessions. I had a paper on the program entitled "Ion
Heating and Containment in an Electric Field Bumpy Torus {EFBT) Plasma'.
This paper summarized work on the EFBT concept which I had done at MNASA
Lewis.

This conference was not well advertised in the United States, and
so the program and attendance was dominated by Europeans who were in-
terested in so-called "unconventional” approaches. Here in the United
States, the stellarator/torsatron group at Wisconsin, the Topolotron
group at Brigham Young University, the Tormac group at Berkeley, the
Linus effort at the Naval Research Laboratory, and several others were
not represented on the program. Most of these papers were neither new nor
unconventional. Many of the papers were concerned with various tynes of
pinches, including reversed field pinches, field reversed theta ninches,
theta pinches, Z-pinches, and other variations of the basic pinch concept.
There seemed to be Tittle concern that these concepts would make poor
fusion reactors from anengineeringpoint of view. Except for my own
paper and that of Guinn, no one discussed the engineering requirements
that need to be placed on advanced fusion reactors. 1[I was very pleased
with the reception of my own paper on the EFBT concept. Sixty copies of
the paper were picked up from the registration desk, and I had several
interested questions after my presentation. The proceedings of this
Symposium are going to appear as a separate issue of the Journal of Nuclear
Instruments and Methods sometime during the next year.

An invited naper on the reversed field pinch was given by H. A. D.
Bodin of the Culham Laboratory, who is a pioneer in this general area.
The reversed field pinch (RFP) goes back to the old ZETA experiment
operated at Harwell in the late 1950's. 1In RFP's, the toroidal and no-
loidal components of the magnetic field are of comparable strength {un-
like tokamaks, where the toroidal field is about a factor of 10 stronger),
and in the outer regions of the plasma the toroidal magnetic field has the
opposite direction (ie. is reversed) with respect to the magnetic field on
the axis. The RFP radial equilibrium is produced by the plasma itself,
which sustains the required RFP confiquration by a process known as self-
reversal. Since the current in RFP's can exceed the Kruskal-Shafranov
limit, there is powerful ohmic heating. Because of the high shear of the
magnetic field 1ines along the radius, confinement at high beta may be
possible. In the RFP, the current does not flow around the major circum-
ference of the containment volume like a simple single-turn loop; the
current configuration actually looks like a thick rope wound around the
magnetic axis in a helical spiral.

In RFP's an imnortant narameter is the ratio of the total plasma
current to the number density of the plasma. When this parameter is high,
the plasmas of RFP's are plagued by impurities and have a high Zeff. The
scaling of the enarqy containment time is not neoclassical but under
characteristic oparating conditions the energy containment time in RFP's
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is approximately 107 of the classical energy containment time. These enargy
containment times are approximately 1/10 to 1/50th of the energy contain-
ment times predicted by Alcator scaling. Tvpical values of the energy con-
tainment time in RFP's range from 30 to 300 microseconds, and values of

the plasma stability index beta are typically 107. At this stage of RFP
research it is not clear what nhysica) process 1imits the value of beta,

but it seems that values of beta up to 257 may be possible with larger
devices.

The Ohmically Heated Toroidal Experiment (OHTE)}, one versicon of which
is in operation at General Atomic in San Dieao, is a cross between the
stellarator and the reversed field pinch. The pulse lengths of OHTE
experiments range from 1 to 10 milliseconds, with a vatue of the plasma
stability index beta that is tvpically 190%. Number densities are in the
range of 1 to 10 x 1013 particles per cubic centimeter. Although there
are about 5 OHTE experiments currently in operation, we heard in detail
about the one from General Atomic. They claimed to have achieved a plasma
with ninimal impurities, and a Zaff of anproximately unity. The plasma
stability index for the poloidal field component was about 30: for the
OHTE experiment, and only about 107 when this experiment was operated in
the RFP configuration.

Harold Furth presented an invited paper on Compact Tori, nearly all
of which was devoted to the spheromak configuration. He distinquished
between the field reversed theta pinch, in which the toroidal magnetic
field is zero, and the spheromak configuration in which a strong poloidal
magnetic field is assisted by a toroidal magnetic field in the plasma.
Tne spheromak is a freely moving plasma bleb of a kind originally developed
by Wells, although Furth did not give Wells credit during his talk. The
spheromak plasmas should be stable for extended periods of time, and may
be related to the phenomenon of ball lightning, which, in some instances,
has been observed to be stable for periods of 30 seconds or more.

They have conducted a saries of preliminary experiments at Princeton

which agenerated small soheromak plasmas. They are currently building the
S-1 experiment, which was preceeded by the nroto S1,-52-S3, which

operated with slightly different magnetic field configurations. At
Princeton, they expect the average beta in spheromak plasmas to range
between 5 and 10%, and they feel that spheromak plasmas may be capable of
values of beta as high as 30 or 407. The spheromak concept has serious
defects from an engineering point of view, including the pulsed or cyclic
nature of the plasma, and the rather small size to which the spheromak
plasmas appear to be limited. However, Furth made the point that the mag-
netic field at the coils generating the spheromak plasma is Tess than the
magnetic field within the plasma itself. This is opposite from a tokamak,
where the toroidal magnetic field in the plasma is significantly less than
the magnetic field in the coils.

I presented a paper for George Miley on "Conmpact Tori for Alternate
Fuel Fusion", since George could not make the conference due to a personal
emergency. George made the assumption that a reversed field theta pinch
could be operated in the steady-state by neutral bean injection and a form
of current drive, then proceeded to examine some of the engine2ring impli-
cations of the reversed field theta pinch. George Miley has been an
advocate of the reversed field theta pinch for several years, even at a
time when workers at the Los Alamns Mational Laboratory were not taking

€-13




14

him sariously. George Miley concluded that a reversed field theta pinch
should make an attractive engineering test facility for advanced fusion

. fuel cycles. Such a facility would generate onlv a few tens of megawetts,
while still providing fluences and other fusion burn conditions appro-
priate to reactor conditions.

A paver by W. E. Quinn from Los Alamns described their experimental
work on compact toroids, which includes the CTX facility (comnact torsidal
experiment). They use a coaxial plasma gun to nroduce the corpact tornid,
and they observed the magnetic reccnnection which leads to the senaration
of the compact toroid from the coaxial source. The_compact toroid is
characterizad by an electron density of 2 to 4 x 1014 particles ~er 2unic
centimeter, an electron temperature of 10 eV, a peak magnetic fi=l: <ranned
in the plasma of 6 kilogauss, and total confiquration lifatimes u~ %2
about 0.7 millisecond. They also have a second facility, the Figid Sa-
versed Configuration (FRC) which is a high beta, axisymmetric comnact
toroid that is prolate i.e. stretched out along the axis of the plasrma.

In this device, the containment times are on the order of .1 milliseconds,
the electron number densities from 2 to 5 x 1017 particles per cubic centi-
meter, electron temperatures are 200 to 500 electron volts, and the value
of the plasma stability index, beta, about .7 to 1.0.

One of the newest and most interesting of the experiments reportad at
this meeting was the "Rotamak" experiment, which is being operated at the
Flinders University of South Australia. This configuration consists of a
nlasma confined by a strong vertical magnetic field. Superimposad on this
is a transverse magnetic field which rotates in a plane normal to the
vertical magnetic field. Typical rotational velocities are on the order
of several hundred kiiohertz. The values of beta achieved in this experi-
ment approach unity, with confinement times that so far are relatively low,
on the order of a few 10's ot microseconds. The electron number densities
of this plasma have been as high as 1914 particles ner cubic centimeter.
Most of the limitations of the parameters renorted in this paper are
clearly the result of the rather small scale of the experiment, and the
investigators are quite confident that more interesting results will be
possible when the experiment is scaled up.

Professor Arnulf Schiuter from Garching, ‘est Germany, gave an invited
talk on advanced stellarators. He has been one of the leading advocates
in Europe of the stellarator configuration, and has worked closely with
the Wendelstein VII experiment at Garching, which is currently the world's
largest stellarator experiment. They have achieved a plasma stability
index beta of 17 in their plasmas, and he feels that stellarators should
be capable of operating with betas as high as 5. Tn»y are currently
building a scaled-up version of the Wedelstein VII experiment, which will
use existing toroidal field coils, but will not have the usual helical
stellarator windings wrapped around the containment volume. Instead of
these helical windings, the Wendelstein 7-AS experiment will have modular,
twisted coils, which will generate the same magnetic field configuration
as an @ = 3 helical winding, but which can be removed independently and
do not contain conductors that thread the toroidal field coils. This will
be a major experiment, and they intend to anply ion cyclctron heating,
neutral beam inijection, electron cyclotron resonance heating, and ohmic
heating to the new version. They have looked at a fusion reactor scale-
up of this device, which would have a beta somawhat under 5 . The
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stellarator is capable of operating in the steady-state, unlike the
classical tokamak, but the beta Timitation means that from a practical
engineering point of view it cannot be used to burn advanced fusion fuels.

A very impressive paper was presented by Professor Koji Uo from
Kyoto University in Japan. The eliotron-E 4is an 2 = 2 torsatron con-
figuration made up of modular field coils which produce a plasma with an
elliptical cross-section. This experiment is also a very large one. The
modular coils are water-cooled copper, the major radius of the experiment
is 2.2 meters, and the minor radii of the plasma is 21 and 40 centimeters,
since the plasma cross section is elliptical. The toroidal magnetic
field of this experiment is 2 Telsa. Professor Uo presented a very im-
pressive set of diagnostic data, much more extensive and complete even
than major tokamak experiments in the West, which showed time histories
of radial profiles of various plasma parameters, The particle and energy
containment times achieved in this configuration are impressive. The
electron energy containment time has been up to 35 milliseconds, and the
Lawson parameter (ie the oroduct of density and energy containment time)
has been has high as 2.5 x 1012 seconds per cubic centimeter. The ion
kinetic temperatures during neutral beam injection have been up to 660
electron volts, with about 50Q electron volts of this kinetic temperature
being due to the neutral beam heating. They have seen no sign of satura-
tion of the jon kinetic temperature as_a function of the innut power. The
number densities are typically 3 x 1013 electrons per cubic centimeter
and the particle containment time has been as high as 70 milliseconds.
They have injected up to 1.3 megawatts of neutral beam power in this experi-
ment and Professor Uo expects that the plasma stability index may be as
high as 5% in reactor-sized devices. This device should in principle be
capable of operating in the steady-state, but it was disappointing that,
1ike tokamaks and stellarators, its stability is apparentiy limited to
betas of no more than about 5%.

There were several papers on Z-pinches from the Los Alamos Mational
Laboratory, Japan, and the Imperial College of Science and Technology in
London. The Z-pinches are high density experiments, which involve as
much as 10 million amperes of current flowinyg along the axis of the dis-
charge. This current generates a self magnetic field which pinches the
p1asma to a smg]] diameter. The electron number densities range from
5 x 1019 to 10 particles per cubic centimeter. The duration of these
experiments is extremely short, and while they are a useful test bed for
high density plasma physics, it is not at all clear how they can be trans-
lated into a reactor that is efficient and feasible from an engineering
point of view. This feasibility problem was not addressed in any of the
papers at this conference.

A paper was presented by S. C. Prager of the University of Wisconsin
on high beta multipoles. This configuration is generated by four levi-
tated rinas inside a toroidal chamber with an approximately square minor
cross section. The plasma is confined mostly in the region between the
four conducting rings which are spaced in the shape of a square in the
minor toroidal cross section. This approach is one which will almost
certainly not lead to a power producing reactor because of the necessity
of having the levitated rings in the containment volume. Such rings wouid
be heated or destroyed by the power flux from a reactor plasma. None-
theless, Prager made the point that multipoles are useful because
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neoclassical theory is virtually identical in all symmetric toroids
including tokamaks, snheromaks and multinoles. They observed the so called
Bootstran current which arises from the diffusion of particles across

the magnetic field. The bootstrap current occurs along the magnetic field.
They claimed that their measurements agree with neoclassical theory.

These multipoles are capable of very high beta, and they have experimentally
observed values of beta ranging from 11% to 44% at a characteristic loca-
tion in their containment volume. The value of beta of 11% is consistent
with MHD stability theory, but the higher limits, 44%, are claimed to be
above these nredicted by MHD instability theory.

Jdohn Dawson of UCLA gave an interesting paper on a toroidal confine-
ment experiment which features direct ohmic heating of the ions. This is
a toroidal version of the picket fence concept, in which the magnetic
field is generated by magnetic polepices on the wall of the containment
vessel, and the magnetic field lines then bow inward toward the tnroidal
containment vessel. The plasma is established in the lTow magnetic field
region. Since the device is toroidal the electrons tend to be trapped on
magnetic field lines. When an ohmic heating current is driven by trans-
former action, the induced current is carried by the ions, since they are
not trapped on the magnetic field lines. They found that a toroidal ion
current of 3 to 6 thousand amperes results, and they verified that the
current is carried by the ions. The ign temperatures are 40 to 110 eV
in a plasma with a density of about 10!3 particles per cubic centimeter.
The electron temperature is lower and is generally in the range of 20 to
40 electron volts. The beta of the plasma high, about 20 to 30%. This is
a rather interesting device, since the magnetic field is stronger at the
coils than it is in the containment volume. This is also an attractive
possibility for advanced fuel cycles, which may be operated at high
kinetic temperatures where synchrotron radiation from hot electrons can be
a problem in strong magnetic fields. They pronosed to build a larger
device with a major radius of 90 centimeters, a minor plasma radius of
30 centimeters, a magnetic field of 1 tesla at the cusps on the wall.
They expect in this device to get an ion kinetic temperature of 1 keV.

Al “ong of UCLA gave a paper on "Surface Magnetic Confinement in
Toroidal and Linear Mirror Systems." These devices also have magnetic
poles generated by electromagnets or permanent magnets on the wall of the
vacuum vessel, which form a magnetic field configuration weak at the cen-
ter of the containment volume and which increases as one approaches the
walls. In one of these devices they achieved a particle containmen?otime
of about 100 milliseconds, and a Lawson parameter as high as 7 x 10
seconds per cubic centimeter. At UCLA, they recently built a new device
called LAMEX (Large Axisymmetri¢ Mirror Experiment) in which the para-
meters span the range 107 to 1013 particles per cubic centimeter and ion
temperatures from 1 to 100 electron volts. They conducted experiments to
determine the mirror ratio scaling. It appears that the containment time
varies at least linearly with mirror ratio, the ratio of maximum to
minimum magnetic fields in this device, rather than with the logarithm
of the mirror ratio, as is the case with 90° scattering collisions.

There was a very interesting paper by D. D. Ryutov from the Institute
of Nuclear Physics in Novosibirsk, USSR. The mirror research at Novosibirsk
does nat aften get published in the literature. 1In this invited paper,
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Ryutov described the work at his Institute, one major thread of which is
research on simple axisymmetric magnetic mirrors. He seemed to advocate
the use of simple magnetic mirrors, rather than tandem mirrors. Ryutov
seemed to feel that the tandem mirror concept had at least two important
defects. He expected that microinstabilities would result in fast
scattering of confined particles into the escape cone, and he felt that
there was an unacceptable constraint on the allowable Tevel of micro-
fluctuations, since such fluctuations would lead to loss in the escape
cone. This was a rather interesting point of view since the tandem
mirror concept originated in Russia. He described a series of rotating
plasma experiments, similar to the old Burnout-V experiments which were
operated at Oak Ridge. These are based on a device simialr to the modi-
fied Penning discharge, in which a strong magnetic mirror provides gross
confinement, and the plasma is biased with electrodes at either end so
that a §tr8nq radial electric field points radially outward. This leads
to £ x B/B< rotation of the plasma. The centrifugal force thus pro-
duced improves the longitudinal confinement.

He made the interesting statement that the E/B drift velocity should
be about 2 to 3 times the ion thermal velocity. 1'm not sure why he
thought so, since in my own work I showed that the drift velocity and the
thermal velocity are comparabTe in a modified Penning discharae. The
number densities that have been achieved are on
ticles per cubic centimeter in the PSP-I device, which operated over X
1971-1979. This had a pulse duration of 10 milliseconds. Ion kinetic
temperatures of 1 keV were observed, with electron kinetic temperatures of
20 eV. This larae ratio between ion and electron kinetic temperatures is
a result of both species achieving essentially the ~ame drift velocity,
so that their energies tend to be proportional to the masses. The magne-
tic mirror had 1 tesla in the magnetic mirror throats, and a 2 1/2 to 1
mirror ratio. They followed the PSP-1 device with a second, huge upgrade
of it, the PSP-II, which was built one year aqo and has just recently
gone into operation. This machine is about 4 meters high and 15 meters
Tong. The maximum magnetic field is 7.2 tesla, and it has a 2.5 to ]
mirror ratio.

In addition, Ryutov described some work with electrostatically
plugged cusps, a very old idea which the Russians are still pursuing,
and which they regard in many ways better than the tandem mirror since the
electric fields are externally imposed. He cited as the main problem the
large size of the so called "point cusps" at the magnetic field maximum,
and the difficulty in blocking the cusps with electric fields imposed by
electrodes.

In addition to the above experiments at Ryutov's Institute, they are
also building the GOL-3 experiment, which is a multiple-mirror experiment
with 30 individual magnetic mirrors in a linear array. One would think
that they would have been better off to have made these into a bumpy torus,
but the »nrinciple of operation of this device is that the individual
magnetic mirrors are to have a mean free path for scattering into the
escape cone that is comparable to the length of the individual mirrors,
Under these circumstances, an ion which scatters into the escabe cone in
one of the central mirrors will have a high probability of being scattered y
back into the confinement region of velcity space when it traverses one of w
the other mirrors. This is a larger and scaled up version of the multiple
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mirror system that was operated at Berkeley.

1 have the conference Proceedings, but not as yet the full length
papers, available in my office for anyone wha wishes further information.
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VISIT TO JET/CULHAM JUNE 21, 1982

On my way back to the United States, I stopped at the Culham {
Laboratory to visit with John Butterworth and his colleques in the
Fusion Technology Group. While there, I also saw the JET experiment, which
is in the final stages of assembly. I was suprised to find that fusion
technology, as we understand it in this country, is very Tittle emphasized
at Culham. The Institute for Plasma Physics at Garching, tYest Germany
appears to be the Euronean lead center for fusion technology. This Tack :
of emphasis at the Culham Laboratory was attributed to the fact that the i
previous director was a physicist, and not pnarticularly interested in
fusion technology. It is felt that that situation may change, since the
current Director of Culham has a solid state physics background, and is
well aware of the materials and other engineering problems facing the
fusion community. 1 gave a seminar presentation on my recent work on
wall loading limits and economic constraints on advanced fuel fusion ]
reactors, and this seemed to be well received. 1In Culham, as in Europe
generally, there seems to have been little thought or attention given to
the needs of the electric utilities, to the constraints on fusion power
imposed by enginering considerations, or to the advantages or disadvan-
tages of advanced fusion fuel cycles relative to the DT reaction.

it

The JET (Joint European Torus) was very impressive. The original
design of this experiment started in 1973, when a consensus among the )
fusion research laboratories in Europe was reached that the next step in !
fusion research was too large for any one European country to support it
alone, and that this experiment would have to be a combined European
effort. It was further agreed that the device should be a tokamak, al-
though the politicians insisted that it be called a torus and not a tokamak,
in case some other magnetic field configuration should prove more de-
sirable from a technical point of view. The design team which produced
the tokamak was convened as early as 1974, and was headed up by Rebut,
the French engineer who built the successful TFR tokamak at Fontenay-

Aux-Roses which went into operation in March of 1973. Because of his
involvement as head of the design team, it is no coincidence that the
technology of JET very closely resembles that of the TFR tokamak, and is
fundamentally unlike the technology of the DITE or CLEQ experiments at

Culham. The latter, for example, use liquid nitrogen temperature toroidal

field coils. The JET project encountered delay between 1975 and 1377,

during which time the design team almost disbanded. This delay was almost
solely on the single issue of siting the experiment. The European

Council of Ministers appointed an advisory committee consisting of senior -
scientists from various European labs and asked them for recommenda-

tions on several points, including siting the people who were technically quali-
fied, however, refused to give the politicians a recomnendation on which

site should be chosen.

The politicians temporized for 2 years until a consensus emerced that the
experiment should be sited at the Culham laboratory in England. National
sensitivities required quite a bit of horse-trading among the various
countries supporting this experiment. The site is located in England, the
head of the design team is a Frenchman, and the man responsible for building
the JET experiment itself, Hans-Otto Wuster, is a German. Moreover, it

was agreed at the time JET was sited at Culham that any successor to it
would not be Tocated in England. The JET experiment was a precedent-
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setting effort of scientific cooneration for the common market countries,
and the political aspects of this have been summarized in a book by

Denis Willson, entitled "A European Experiment". It makes interesting
reading for anyone involved in the management of scientific experiments.

One aspect of the JET experiment is that the scientists responsible
for it seem to have qotten away with murder in terms of setting themselves
easily achieved goals for the operation of the experiment. Achieving
scientific breakeven or any other form of fusion energy breakeven is not
one of the goals of this e.periment, and hence they feel free to operate
the JET device with ordinary hydrogen from its incention in mid-1983,
until sometime in 1938 or beyond. Only at that time will they burn
deuterium and tritium. There is no requirement that the fusion power
produced be equal to the input power, or any other number. The goals
of the JET experiment are rather vague; they are that the device will
extend the parameter range of tokamaks, that the scaling of nlasma para-
meters will be tested, that the technology of operating large fusion
experiments will be developed, and so forth. The formal goals of the ex-
periment 1ook easy to achieve and mayv be achieved very soon after the
experiment is first turned on.

The JET experiment is housed in a separate nart of the Culham
Laboratory with its own shops, office building, motor-generater hall, etc.
The office buildings and working environment is superb. The European
politicians aoparently did not quibble about the funding of the buildings.
The lounges, conference rooms, individual offices, and beautifully land-
scaped gardens will be very attractive to staff from all over Europe.

The control room of the JET is very advanced from a human factors point of
view. It was pointed out that there are no buttons to push or knobs to
turn anywhere in the control room. A1l of the control functions will be
handled by typewriter keyboards and interactive video displays.

The JET apparatus itself is located in the "torus hall" which is a
huge structure with concrete walls about 3 meters thick, to shield against
the production of neutrons. The entire structure will be operated as a
containment vessel at a slightly negative pressure, to contain any tritium.
At one end of the torus hall is the assembly hail, which is not a hot cell.
There is an intermediate room between the experimental bay and the assembly
hall with 3 meter thick doors on it which can serve as a hot cell for the
dissassembly of any components that are activated in the experiment. The
cross section of the JET plasma is very large, and D-shaped. The aspect
ratio is relatively small, about 2.5 to 1. Al1l together, the JET is much
larger, and appears to be much better engineered than the TFTR at Princeton.
loreover, the JET seems to have been desianed with a sounder sense of
physics priorities. For example, the JET experiment will be capable of
operating between 20 and 30 seconds at maximum magnetic field, whereas the
TFTR experiment was designed with such limited maanetic field capability
that it can operate only 1/2 second at maximum magnetic field. The longer
containment times possible in the JET experiment could make a very signifi-
cant difference, if the containment times for either narticles or enerqgy
scale up to be Tonger than a few seconds. Also, the long pulse times
possible in JET may make it possible to examine the scaling of the ohmic
heating decay time, which may not be equal to the value suagested by
Spitzer conductivity, but something more ranid, due to anomalous resistivity.
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APPENDIX D

THE UNIVERSITY OF TENNESSEE

COLLEGE OF ENGINEERING
Department of Electrical Engineering
Knoxville, Tennessee 37916

MEMORANDUM

T0: Thomas A. Bryant, Administrative Contracting Officer
FROM: J. Reece Roth, Principal Investigator, Contract N0O0Q14-80-C-0063
DATE: 24 May 1982

SUBJECT: Trip report on IEEE International Conference on Plasma
Science, Ottawa, Canada

I attended the International Conference on Plasma Science, held May 17-139,
1932 in Ottawa, Canada. I presentad two papers whicn were supported in
part by ONR contract N00014-80-C-0063. Abstracts of these two papers are
attached to this trip report, and I can provide copies of the slides used
in the presentation (both were oral rather than poster papers) to those who
are interested.

Airong the co-sponsors for this conference were Carleton University and the
National Research Council of Canada. There were approximately 400 papers
presented at this meeting, and the number of registrants was more than 500.
Most of the attendees were housed in the Carleton University domitories.
and the classroom facilities of the University were used for oral and poster
sessions. Like previous conferences in this series, this conference spanned
an unusually wide range of applied plasma-related topics. There were several
sessions on laser-plasma interactions, intense electron and ion beams,
magnetic fusion, commercial arcs and lighting devices, plasma diagnostics.
and basic plasma physics research. Perhaps because the conference was held
in Canada this year, there was an unusually large representation of overseas
authors, particularly from Japan and Latin America,

One of the most active topics at this meeting was high power microwave and
submillimeter wave generation, where a number of national laboratories and
universities are working, on gyrotrons. Prof. Igor Alexeff of UTK
presented a paper on his millimeter "Orbitron" microwave emitter, which

attracted a great deal of attenticn, since it was one of the few new approaches

to generating such radiation. This device creates millimeter microwave
emission from electrons radiating as they spiral in toward a positively
charged wire. They have successfully streched the pulse length of microwave
radiation from this device from 20 microseconds to 5 milliseconds.

D=1




e ——

Thomas Sryant
24 May 1932
Memo
Paga 2

A new area which appeared at this conference for the first time, was rail
guns and mass accelerators. This session was chaired by #4illiam Kerslake

of the NASA Lewis Research Center in Cleveland, Ohio, and the results of
several recent experiments were reporied. It seems that the acceleration

of projectiles to very high velocities is of interest in at least three
distinct areas. The military are interested in projectiles ranging from

10 grams to 10's of kilograms and velocities up to approximately 4 kilometers
per second. According to Kerslake, NASA is interested in the electro-
magnetic launching of tons of matter (he suggested nuclear waste as a
possible payload) to velocities comparable to escape velocity from the earth,
20 kilcmeters per second. A third area in which mass accelerators can find
appiication is fusion research, where fusion grade plasmas must be re-
fueled with pellets of deuterium and/or tritium weighing on the order of

1 to several grams, and which need to be accelerated to velocities between

1 and 10 kilcmeters per second, in order to carry the neutral fuel to the
center of a burning fusion plasma.

Apnarently a key result in this area is the Rashleigh-Marshall experiment
in Australia, in which three grams were accelerated to a velocity of 5.9
kilcmeters per second, by a rail gun in which the acceleration was on the
order of 600,000 gravities. Also at this session, the first fruits of an
experiment at the Westinghouse Research Labs in Pittsburgh were reported.
This experiment consists of a 17.5 megajoule homopolar generator set, which
can preovide 103 volts and up to 2.1 megaamperes to a rail gun configuration
which can operate either with a plasma arc or a solid armature. That
experiment has produced accelerations of 2.36 x 102 Gs, and while using a
solid armature, has accelerated 300 grams to a velocity of 3, and 4.2 kilo-
meters per second,in two initial experiments.

There was a sense of excitement at this session because these initial
experiments appeared to demonstrate that the attainment of such very high
projectile velocities was possible, and also because it appeared that this
approach would meet a perceived need for high velocity projectiles in the
fields of space, military, and fusion energy.

The session on plasma waves, instabilities, and antennas in which I presented
my work had a number of interesting papers, including two invited Canadian i
papers relating to plasma experiments in space, and the propagation of plasma
waves and instabilities in the magnetosphere. My paper on a paired comparison
of high frequency rf emission from two configurations of electric field
domirated plasma attracted interest, particularly my observation that the rf
emission spectrun from the modified Penning discharge, which is being operated
for the ONR contract, was capable of producing a white noise spectrum of rf
emissions from below 1 megahertz to frequencies in excess of 1 gigahertz.

The physical mechanisem of this white noise emission is presently obscure, but
the observations in the Taboratory have been quite clear. There also was
interest in the tentative observation in these experiments that the modified
Penning discharge (which has a large axial gradient of magnetic field to
simulate magnetospheric plasmas) appears to have relatively larqge
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longitudinal as well as transverse electric fields, on the order of tens
to hundreds of volts per centimeter. while the classical Penning discharge
operated under our AFQSR contract, appears to have,relatively,much Tower
longitudinal magnetic fields as a result of the uniform axial magnetic
field strength.

In the controlled fusion area, there were a number of interesting new

results, particularly frem the German YWendelstein VII Siellarator experiment,
and from the EBT-S experiment at Oak Ridge. It seems that the confinement
properties of the Yendelstein VII Stellarator are superior to those of a
Tokamak of comparable dimensions and magnetic field strength. In the EBT-S
experiment, recent observations of 20 kilowatts of ICRH heating have resulted
in significant increases in the number density (a factor of 2) and ion kinetic
temperature (about 407 higher) in the relativistic hot electron rings which
are thougnt to stabilize the plasma. These abservations call into serious
question the current theoretical understandinag of the scaling of EBT plasmas.
It is clear from these data that ths hot electreons are neot being lost by
nonadiabatic effects (otherwise an increase in electron kinetic temperature
would not lead to an increase in number density), and therefare renders
invalid the nonadiabatic loss scaling arguments which were used to extrapclate
frem the current EBT-S experiment to the EBT-P and reactor grade plasmas.

In addition, these observations are inconsistent with currentiy understocd
enerqy transfer processes, since it is not clear how 20 kilowatts of ICRE
power into the ion population can increase the number density and kinetic
temperature of the hot electron rings, which are absorbing approximately 200
kilowatts of ECRH power in these experiments.

Another fusion-related area of interest at this meeting was the Canadian
tokamak program. The Canadian government has very recently approved a

thirty million dollar, five year program to build a tokamak at the Hydro-Quebec
Research Institute outside Montreal. This tokamak will be of about the

general size and configuration of the ISX tokamak at Oak Ridge, but will be
designed with special provisions which may allow continuous operation. They
hope to do this by operating the ohmic heating current in an ac manner, and

to keep the plasma hot encugh and dense enough that they can reverse the ohmic
heating current in a periodic manner. The Canadians are hoping, but cannot
demonstrate, that the current penetration processes in the plasma will allow
them to reverse the ohmic heating current in the plasma without destabilizing
the plagma in the process. They are designing the vacuum vessel and ohmic .
heating coils in such a way that the current reversal will be possible within

a few milliseconds. The operation of a tokamak with a periodically reversing
ohmic heating current is hoped to be Canada's unique contribution to tokamak
research and the world fusion effort. As I remarked to Claude Richard, nead

of this preqram at Hydro-Quebec, if this works, they will be heros; if it
doesn’'t work nobody will be surprised.

On ednesday morning there were a series of papers on plasma focus devices
{in conflict with the session on railguns and mass accelerators). Two papers
on the subject from Rowmania were withdrawn tocause the authors did not show
up for the meeting. There was an interesting paper uncder AFQSR sponsorship
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bv Glenn Gerdin of the University of Illinois who reported a scaling law

for the neutron production in a plasma focus device. It was found that

the neutrcn yield scales as the current flowing to the plasma focus raised
to the 4.6 power. Apparently in an earlier work, Dr. Gerdin reported
charged particle energies resulting from plasma focus heating that exhibited
energy distribution functions which were power laws, that is, the number cf
charged particles in a unit enerngy interval varied as an inverse high power
of the energy. Tnis is just the kind of energy spectrum that is observed

in cosmic rays and other astrophysical plasmas where the energies of the E
particles are extremely high, and apparently due to violent heating processes. '

L
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